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LSS222
sirens/speakers

CL199R

Design Features
•   CL199: Clear Polycarbonate Lens with Twelve Colored LEDs 

Available in Red, Blue, Amber
•   CL299:  Colored Polycarbonate Lens with Twelve Colored LEDs. Lens 

and LEDs Available in Red, Blue, Amber
 •   12 Auxiliary LEDs in the Top of the Beacon Provide 360° Vertical and 

Horizontal Coverage
•   Waterproof, Shock Resistant, Potted Circuit Board
•   Amber, Red, Blue or Green and White LEDs
•   Permanent Mount Standard. Also Available in Magnetic Mount with 

9’ Straight Cord .
•   Black Powder Coated Die-Cast Base
•   1” Pipe Mount Available (LLPMK-1H)
 •   30 Built-in Flash Patterns, Including 4 Simulated Rotating Patterns
• ECE65 certified when properly configured

LSS222R

Design Features
•  Two Levels of Unique LED Reflectors provide a Focused   
 Signal
•   Polycarbonate Lens with Sixteen LEDs (8 per level) 
•   Amber, Red, Clear, and Blue Lenses
•   Provide 360° of Coverage
•   Waterproof, Shock Resistant, Potted Circuit Board
•   Amber, Red, Blue or Green and White LEDs
•   Permanent Mount Standard. Also Available in Magnetic 

Mount with 9’ Straight Cord .
•   Black Powder Coated Die-Cast Base
•   1” Pipe Mount Available (LLPMK-1H)
•   39 Built-in Flash Patterns, Including 4 Simulated Rotating 

Patterns
 •   Not for sale in Europe

A LED Beacon that truly meets strobe and 
halogen performance

Bright LEDs for both side 
and top lighting

CL1999 & CL299™


