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PLAIN & CLAPPERED SIAMESE'

SADONVITddV

L]
- ] ¥
Plain & pered Siamese
Used to combine several hoselines'into one — usually in situations where ' e

seconds count — a Siamese must be both reliable and intuitive to use.
Clappers allow additional lines to'be added without interrupting flow. As with
all Elkhart products, years-of dep@ndable service are to be expected from an
Elkhart Siamese. While all the Siamese are finished in red urethane enamel,
the Elk-O-Lite® versions feature hard anodized trim and the brass versions
offer satin brass trim.
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APPLIANCES

PLAIN & CLAPPERED SIAMESE
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KEY s = standard o = option
* Swivel

** Free swivel

2/2A
* Apparatus mountable

9702

+ Adjustable relief valve
(75-250 psi)

* Locking Storz

+ For ground use

Fig. 3

4/4A
* Apparatus mountable

* Leather carrying
handle

Fig. 2

9703

* Adjustable relief valve
(75-250 psi)

* Locking Storz

+ For ground use

Fig. 4

OPTIONS
THREADS

All fireground connections are NHT unless otherwise
specified. See index T-13 for optional base threads.

ADDITIONAL INFORMATION

o Chrome trim available on some brass models.
Please inquire with our sales staff.

* More Siamese options available. See page 4-5.
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